One louch Selection with LED Back-LIt Indications

INPUTS : 3 VGA, 1 Video (Composite)

OUTPUTS: 2 VGA, 1 Video (Composite)

Built-In Signal Amplifier of 250MHz

Digital Volume Control for sound level adjustments

Volume Control Knob for MIC Input sound adjustments

NEW Features!

-STANDBY mode - MIC Volume Control usable

= PC with-Audio: PC Monitor is usable even when
Projector is OFF

- Supports HDTV (1080i/p) Resolution

SELECTOR SWITCH

(with LED Back-Lit Indications)

- Display ON / OFF

- Auto-Syne (Toggle Button)

- Blank(Toggle Button)

- Volume UP / MUTE / DOWN (for PC & Video Audio)

- DISPLAY IN Selector (Switch between PC1/PC2/PC3 input)
- DISPLAY Selector (VIDEO or WIRELESS)

- Volume Control Knob (for MIC Inputs)
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- Stereo / Composite Audio (RCA)
- 6.35mm Phono Jack

- 3.5mm Mini Jack

B) Output

PC Signal

PC Signal

Video Signal
Audio Signal
Microphone OUT

- VGA Bandwidth of 250MHz
- Monitor OUT, VGA Bandwidth 250MHz

C) Communication Control

Serial Control Port -RS232
Baud Rate - 9600, 19200, 38400, 115200
Data / Stop Bits -8 Bits / 1 Bits

No parity

D) Power
DC 12V Power Adapter

All products information and specifications are subject to changes without prior nofice.
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